Capacitive screen USB interface upgrade program guide

Step 1: Make sure the USB cable is plugged into the machine's USB
port and the control panel is connected to the touch screen.
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Then click the "Search" button, the following picture will appear

When this line of information appears, the entire connection is normal,
then you can upgrade
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3.0. 1.0.FF.FF.FF.FF 2.3.8 : 9600 6 3 0x003F8371 0x004D




Step 3: Click the “Load Hex” button and select the file to be
upgraded (the file with the suffix Hex) as shown below:
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After the loading is complete, click the confirmation button, as
shown below:

p. ILITek USB Upgrade Tool - Ver 2.3.5.3 - O e
Action Help
SARAR
Search |Upgrade| Help
Item | Firmware | protocol | Maxx | maxy | xch | vch | checksum | wviD PID
AP—l 3.0.1.0.FF.FFFFFF 238 16384 9600 &1 35  OxD03FBB71 0x222A (0x004D

@ Load Hex file complete

Select Al | Unselect All | Selected(1) / Total(1)

Load Hex | Hex To Bin | HexFile Checksum{aP) : |0x003F2339

Ci\Users'Thinkpad\Desktop \FWWiersion30 1 1test CHEKSUM, hex

Step 4: Click the “Upgade” button, and the system will start to upgrade.
After about 25 seconds, the upgrade will be successful, as shown
below:
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Search | Upgrade|| Help

| Firmware | Protocol | Maxx | maxy | xch | vch | chedeum | viD PID
3.0.L0FEFEFEFF 238 16384 9500 61 35 OxO03FBB7L Ox222A  OxDO4D

Select Al | Unselectal | Selected(1) / Total(1)

{load Hex | Hex ToBin | HexFile Checksum{&P) :  |0x003F2539

I C:\Users\Thinkpad'\Desktop\FWVersion 30 1 1test_ CHKSUM, hex



The upgrade progress is displayed as shown below:
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@ Upgrade successfully
=0

Select All | Unselect al | Selected(1) / Total(1)

Load Hex | Hex To Bin | HexFile Checksum{AP) @ |0x003F 28389

Click OK, the entire upgrade process is completed, you can connect with
the host test res






